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МИКШЕРЫ-УСИЛИТЕЛИ

Микшеры-Усилители серии iCOM
Небольшого размера двухканальный усилитель.

Предназначен для работы в небольших помещениях. Усилитель мощности D класса, стерео режим, 

регулировка громкости, линейный вход, симметричный универсальный вход, Phoenix разъем на 

выходе. Может устанавливаться на любую поверхность, горизонтальную или вертикальную.

iCOM 2X20
Выходная мощность 2 x 20 Вт

24 В DC
Mic: 23 дБ,  600 Ом, симметричный Phoenix. 
Line: 0 дБ,  10 кОм, стерео RCA.
Низкоомный выход: Стерео - 4 Ом,  режим моста - 8 Ом, 
Разъем - Phoenix
50 Гц - 18 кГц
менее чем 1 %  на 1 кГц и 1/3 мощности
86 дБ
Bass ±10 дБ, Treble ±10 дБ
Контроль входного сигнала, громкость, тон,
ограничитель ВКЛ/ВЫКЛ, режим мост/стерео
Питание
230  мм x  115  мм x  58 мм
0,9 кг

Цвет Черный (RAL 9017)

77

MIXING AMPLIFIERS

iCOM Communication Amplifiers
Compact size two-channel D class amplifier.

Designed for small size applications. Can be used as a component of low impedance voice evacuation or public address system. 

D class power amplification with limiter, stereo and bridge mode selection, tone control, line inputs, balanced universal inputs and 

outputs on Phoenix connectors. Can be mounted on to any flat surface, horizontally or vertically. External power supply included.

To be Update 
iCOM 2X20

Output power 2 x 20 W
Power supply 24V DC

Inputs
Microphones:     sensitivity -23 dB, impedance 600 Ω, connectors - balanced phoenix,
Line:     sensitivity 0 dB, impedance 10 kΩ, connectors - stereo RCA,

Outputs
Low impedance output: Stereo mode - 4 Ω,  
Bridge mode - 8 Ω, connectors - phoenix

Frequency response 50 Hz - 18 kHz
THD Less than 1 %  at 1kHz 1/3 rated power
Signal / noise ratio 86 dB
Tone control Bass ±10 dB, Treble ±10 dB

Controls
Input gain control, volume control, tone control, 

Indicators Power
Dimensions 230  mm x  115  mm x  58 mm
Weight 0,9 kg
Colour Black (RAL 9017)

Напряжение питания
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Технические характеристики




